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Å Capacity 1 ï45 l/min

Å 1/2ò connections  

Å High suction lift (9,4 Mtr)

Å Viscosity up to 3000 cP

Å Max. Sizes solid parts in liquid 3 mm

Å Low noise (65 dBa) & vibration 

Å Full machined  Alu. PP.  SST pump bodies

Å Standard PTFE / NBR backup Diaphgrams

Å Only few liquid wetted parts

Å Epoxy coated alumium parts or POMC

Å Suitable for abrasive liquids 

Å Excellent abrasive liquid resistance

Å Up to 35% lower air-consumption !

Å Very compact design

Å With ATEX certification 

Å Operating in each position

Å Dry running capability

Å Low maintenance costs

Å Made in EU

CHEMICALS Å  SOLVENTS Å  PLATING Å  ACIDS Å  OILS Å  INKS Å  GLUES Å  ALKALIES Å  ENAMEL 

POLYESTER PAINT Å  WASTE WATER Å  COOLING LIQUIDS Å  FOAMS Å  HYDRAULIC OILS  

Å Kapazität  1 - 45 l/min

Å 1/2ò Anschl¿sse  

Å Hohe Saugleistung  (9,4 Mtr) 

Å Viskosität bis zu 3000 cP

Å Feststoffe bis  3 mm

Å Niedriger Geräuschpegel (65 dBa) und

Pumpvibrationen

Å Machinell bearbeitetes Alu. PP. Edelstahl gehäuse

Å Standard PTFE / NBR Membranen

Å Nur wenige medienberührten Teile

Å Standardbeschichtung Epoxy oder POMC

Å Beständig gegen abrasive Flüssigkeiten

Å Bis zu 35% weniger Luftverbrauch 

Å Kompaktes Design

Å Mit  ATEX-Zertifizierung 

Å Funktioniert in jeder Positionslage

Å Trockenlauf geeignet

Å Niedrige Wartungskosten

Å Made in EU

ppdd   

Member Albin Invest

pump

Tecno-Matic Europe BV - Platinastraat 41 - 7554 NC,  Hengelo - Netherlands - Phone: +31 748 512 260 - E-mail: info@tecnomaticpump.com

Production: Malhotice 16 - 753 53,  Vġechovice- Czech Republic  - Phone: +420 581 612 053 - Website: www.tecnomaticpump.com

ADF-30 Series

ADF-30-p-PXT

ADF-30-AXT

Test report included ! 

Prüfbericht inklusive! 
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ADF-30 Series

A 65 mm K 12 mm

B 65 mm L 145 mm

C 100 mm R 15 mm

D 100 mm S 120 mm

E 15 mm W 140 mm

H 145 mm in-outlet 1/2" 

Type liquid wetted parts ïFlüssigkeitsberührte Teile 

ADF-30 -AXT Alu. / PTFE / SST (316) / PEEK 

ADF-30 -AXT-C Alu. / PTFE / PEEK / Ceramic 

ADF-30 -PXT PP / PTFE / SST (316) / PEEK 

ADF-30 -PXT-C PP / PTFE / PEEK / Ceramic 

ADF-30 -SXT SST (316) / PTFE / PEEK  

ADF-30 -SXT-C SST (316) / PTFE / PEEK / Ceramic 

ADF-30 -p-PXT PP / PTFE / SST (316) / PEEK Lids & Air-motor made from

ADF-30 -p-PXT-C PP / PTFE / PEEK / Ceramic Pro-opiomelanocortin (POMC)

Pump body

A = Aluminium

P = Machined Polypropylene

S = Stainless Steel (316)

X = ATEX  Certified

T = PTFE Diaphragms 

C = Ceramic shaft

Flowchart  1/2ò Series  /  Flussdiagramm  1/2ñ Series



Å Capacity 1 ï75 l/min

Å 3/4ò connections

Å High suction lift (9,4 Mtr)

Å Viscosity up to 3000 cP

Å Max. Sizes solid parts in liquid 4 mm

Å Low noise (65 dBa) & vibration 

Å Full machined  Alu. PP.  SST pump bodies

Å Standard PTFE / NBR backup Diaphgrams

Å Only few liquid wetted parts

Å Epoxy coated Alumium parts or POMC

Å Suitable for abrasive liquids

Å Up to 35% lower air-consumption !

Å Very compact design

Å With ATEX certification 

Å Operating in each position

Å Dry running capability

Å Low maintenance costs

Å Made in EU

Å Kapazität 1 - 75 l/min

Å 3/4ò Anschl¿sse

Å Hohe Saugleistung (9,4 Mtr) 

Å Viskosität bis zu 3000 cP

Å Feststoffe bis 4 mm

Å Niedriger Geräuschpegel (65 dBa) und

Pumpvibrationen

Å Machinell bearbeitetes Alu. PP. Edelstahlgehäuse

Å Standard PTFE / NBR Membranen

Å Nur wenige medienberührte Teile

Å Standardbeschichtung Epoxy oder von POMC

Å Beständig gegen abrasive Flüssigkeiten

Å Bis zu 35% weniger Luftverbrauch 

Å Kompaktes Design

Å Mit ATEX-Zertifizierung 

Å Funktioniert in jeder Positionslage

Å Trockenlauf geeignet

Å Niedrige Wartungskosten

Å Made in EU 
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ADF-60 Series

ADF-60-AXT

ADF-60-PXT

CHEMICALS Å  SOLVENTS Å  PLATING Å  ACIDS Å  OILS Å  INKS Å  GLUES Å  ALKALIES Å  ENAMEL 

POLYESTER PAINT Å  WASTE WATER Å  COOLING LIQUIDS Å  FOAMS Å  HYDRAULIC OILS  

Test report included ! 

Prüfbericht inklusive! 
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ADF-60 Series

A 75 mm K 12 mm

B 75 mm L 145 mm

C 100 mm R 15 mm

D 100 mm S 120 mm

E 15 mm W 140 mm

H 165 mm in-outlet 3/4" 

Type liquid wetted parts ïFlüssigkeitsberührte Teile 

ADF-60-AXT Alu. / PTFE / SST (316) / PEEK 

ADF-60-AXT-C Alu. / PTFE / PEEK / Ceramic 

ADF-60-PXT PP / PTFE / SST (316) / PEEK 

ADF-60-PXT-C PP / PTFE / PEEK / Ceramic 

ADF-60-SXT SST (316) / PTFE / PEEK  

ADF-60-SXT-C SST (316) / PTFE / PEEK / Ceramic 

ADF-60-p-PXT PP / PTFE / SST (316) / PEEK Lids & Air-motor made from

ADF-60-p-PXT-C PP / PTFE / PEEK / Ceramic Pro-opiomelanocortin (POMC)

Pump body

A = Aluminium

P = Machined Polypropylene

S = Stainless Steel (316)

X = ATEX  Certified

T = PTFE Diaphragms 

C = Ceramic shaft

Flowchart  3/4ò Series  /  Flussdiagramm  3/4ñ Series



Å Capacity 5 ï120 l/min

Å 1-ıò connections 

Å High suction vacuum ( 9,5 Mtr)

Å Viscocity up to 3000 cP

Å Max. Sizes solid parts in liquid 5 mm

Å Low noise (68 dBa) & vibration 

Å Full machined  Alu. PP.  SST pump bodies

Å Standard PTFE / NBR backup Diaphgrams

Å Only few liquid wetted parts

Å Epoxy coated Alumium parts or POMC

Å Suitable for abrasive liquids 

Å Up to 35% lower air-consumption !

Å Very compact design

Å With ATEX certification 

Å Operating in each position

Å Dry running capability

Å Low maintenance costs

Å Made in EU

Å Kapazität 5 - 120 l/min

Å 1-ıò Anschl¿sse

Å Hohe Saugleistung ( 9,5 Mtr) 

Å Viskosität bis zu 3000 cP

Å Feststoffe bis 5 mm

Å Niedriger Geräuschpegel (68 dBa) und

Pumpvibrationen

Å Machinell bearbeitetes Alu. PP. Edelstahlgehäuse

Å Standard PTFE / NBR Membranen

Å Nur wenige medienberührte Teile

Å Standardbeschichtung Epoxy oder von POMC

Å Beständig gegen abrasive Flüssigkeiten

Å Bis zu 35% weniger Luftverbrauch 

Å Kompaktes Design

Å Mit ATEX-Zertifizierung 

Å Funktioniert in jeder Positionslage

Å Trockenlauf geeignet

Å Niedrige Wartungskosten

Å Made in EU
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ADF-120 Series

ADF-120-PXT

ADF-120-AXT

CHEMICALS Å  SOLVENTS Å  PLATING Å  ACIDS Å  OILS Å  INKS Å  GLUES Å  ALKALIES Å  ENAMEL 

POLYESTER PAINT Å  WASTE WATER Å  COOLING LIQUIDS Å  FOAMS Å  HYDRAULIC OILS  

Test report included ! 

Prüfbericht inklusive! 
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ADF-120 Series

A 100 mm K 12 mm

B 100 mm L 180 mm

C 100 mm R 15 mm

D 135 mm S 150 mm

E 15 mm W 185 mm

H 210 mm in-outlet 1-1/4" 

Type liquid wetted parts ïFlüssigkeitsberührte Teile 

ADF-120 -AXT Alu. / PTFE / SST (316) / PEEK 

ADF-120 -AXT-C Alu. / PTFE / PEEK / Ceramic 

ADF-120 -PXT PP / PTFE / SST (316) / PEEK 

ADF-120 -PXT-C PP / PTFE / PEEK / Ceramic 

ADF-120 -SXT SST (316) / PTFE / PEEK  

ADF-120 -SXT-C SST (316) / PTFE / PEEK / Ceramic 

ADF-120 -p-PXT PP / PTFE / SST (316) / PEEK Lids & Air-motor made from

ADF-120 -p-PXT-C PP / PTFE / PEEK / Ceramic Pro-opiomelanocortin (POMC)

Pump body

A = Aluminium

P = Machined Polypropylene

S = Stainless Steel (316)

X = ATEX  Certified

T = PTFE Diaphragms 

C = Ceramic shaft

Flowchart 1-ıò Series  /  Flussdiagramm 1-ıò Series
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pumpsAOPD

Å Kapazität 1 - 60 l/min

Å Variable 1/2ñ Anschl¿sse

Å Hohe Saugleistung ( 8 Mtr.) 

Å Standardmässig mit PTFE 

Membranen und Ventilen ausgestattet

Å Keramik-Luft-Ventilsystem (fettfrei)

Å Geeignet für hochviskose Medien

Å Äusserst  leise  (72 dBa) 

Å Pumpengehäuse: POM-C, PVDF usw.

Å Beständig gegen abrasive Flüssigkeiten

Å Geringer Luftverbrauch 

Å Trockenlauf geeignet

Å Niedrige Wartungs- und Ersatzteilkosten

Å Bolzen (SST) leckagefreie Ausführung

Å Bei Betriebsstopp kein Druckluftverlust

Å Made in EU  

Member Albin Invest

Maintenance Free 

Ceramic Air-Valve Parts

Wartungsfrei 

Lüftungsventilteile aus Keramik 

CHEMICALS Å  SOLVENTS Å  PLATING Å  ACIDS Å  OILS Å  INKS Å  GLUES Å  ALKALIES Å  ENAMEL 

POLYESTER PAINT Å  WASTE WATER Å  COOLING LIQUIDS Å  FOAMS Å  HYDRAULIC OILS  

Å Capacity 1 - 60 l/min

Å 1/2ò connection in several positions

Å High suction lift ( 8 Mtr. )

Å Standard equipped with PTFE 

diaphragms & valves

Å Ceramic air-valve system (lubefree)

Å Suitable for high Viscocity liquids

Å Low noise (72 dBa)  

Å Pump body: POM-C, PVDF and others

Å Suitable for abrasive liquids 

Å Low air-consumption !

Å Dry running capability

Å Low maintenance and parts costs

Å Bolted (SST) leakage free design

Å No Air leakage at liquid stop

Å Made in EU

Test report included ! 

Prüfbericht inklusive! 

TAD-60 POM-C Series


